
QINGDAO SANHUAN COLORCHEM CO., LTD.

ADD:ROOM 2301 BUILDING 4, TEL:86 532 88978177/88978188/
PENGLINANHUA PLAZA, 88979188
12 LIAOYANG EAST ROAD QINGDAO,CHINA. FAX:86 532 88962988/88967877

Email: sales@cncolorchem.com Website: www.cncolorchem.com

Technical Data Sheet

Dispersant SH-306

Description:

SH-306 is 50% active phosphoric polyester dispersant designed for inorganic pigments
such as TiO2 in solvent-based coatings and printing inks. It allows for higher pigment
loading while keeping the coatings at a good flow and storage stability.Strong reduction of
millbase viscosity.

Chemistry: Phosphoric polyester

Product specifications:

Appearance Transparent pale liquid
N.V.M 50±2 %
Solvent PMA
Acid value(mg
KOH/g) 130-150

Specific gravity 0.86g/cm3(25℃)

Application:

Solvent borne TiO2 concentrate；
Solvent based automotive, wood, coil, and industrial coatings

Method of addition and Dosage:

SH-306 should be added before the loading of pigments during the milling procedure;
Dosage（The optimal dosage should be based on the experiments）

Pigments %（dispersant/pigments）

TiO2 2-4%

Inorganic pigments 5-10%

Package and Storage:
25KG or other scale; the shelf time is no less than 2 months at the normal conditions.


